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  CONTROL CABLE 

   DekaFlex®  MC-HL 
600V, XLPE/TPN, DEKAFLEX®, 90°C 

MULTI-CONDUCTOR 
 
 
 
 
 
 
 

APPLICATIONS 

DekaFlex® Control Cables further enhance Dekoron’s 
high-quality multi-conductor control cables by adding a 
continuously corrugated, welded, impervious, and 
highly-flexible stainless steel armor to protect the 
cable from mechanical and chemical damage. 
DekaFlex® cables offer exceptional flexibility without 
sacrificing their unsurpassed strength and fatigue 
resistance, making these some of the most versatile 
and resilient control cables available anywhere. 
Dekoron’s DekaFlex® Type MC-HL cables are rated for 
600V applications per UL 1569 and UL 2225, and are 
suited for use in Class I, Division 1 hazardous locations. 

CONSTRUCTION 

 ① Conductors:  

7-Strand, Bare or Tinned Copper, in 18 to 10 AWG 

 ②Insulation:  

Flame-Retardant XLPE, -75°C LTB per ASTM D746, 
Thickness per Standard 

  Conductor Identification: 
Color Coded per ICEA Method 1, Table E2 

 ③ Grounding: 

Insulated, 7-Strand, Bare or Tinned Copper, Green 

④ ⑤ Binders, Tapes, & Ripcords: 

Clear Polyester Tape and/or Binder, Used to Secure 
Cable Bundle, Nylon Ripcord to Aid Jacket Stripping  

 ⑥ Inner Jacket: 

Flame-Retardant, Arctic-Grade LSZH TPN, -53°C LTB 
per ASTM D746, Black, Thickness per Standard 

 ⑦ Armor: 

DekaFlex® Highly-Flexible, Continuously Corrugated, 
Welded Stainless Steel Armor 

 ⑧ Outer Jacket: 

Flame-Retardant, Arctic-Grade LSZH TPN, -53°C LTB 
per ASTM D746, Black, Thickness per Standard 

APPROVALS & RATINGS 

Design Standards: 

 Type MC per UL 1569 

 Type MC-HL per UL 2225 
Flame Retardancy Standards: 

 UL 1581 

 UL 1685 

 FT4/IEEE 1202 
Temperature Rating: 

 -40°C to 90°C 

 -40°F to 194°F 
Hazardous Locations Ratings: 

 NEC Classes I, II, & III, Division 1 

 IEC Zone 0 & Zone 20 
Other Standards, Ratings, & Markings: 

 NEC Articles 501, 502, 503, 505, & 506 

 Conductors per ASTM B3, B8, & B33 

 Sunlight Resistant per UL 

 Suitable for Direct Burial per UL 

 Rated for -40°C per UL 

 REACH & RoHS Compliant 

OPTIONAL FEATURES 

 Uninsulated, Single or Segmented, 7-Strand, Bare or 
Tinned Copper Grounds 

 Overall Shield, 100% Coverage, Aluminum/Polyester 
Tape Shield with 7-Strand, Tinned Copper Drain 

 Alternate Stranding Available 

 Metric Conductor Sizes Available 

 Custom Color Codes or Conductor Identification 

 Special Jacket Colors 

 UL-Approved Class I, Division 1 Rated Connectors 
Available exclusively from American Connectors 

  



*Specifications Subject to Change without Notice. Contact Your Dekoron Sales Representative for More Information.* 
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PRODUCT ATTRIBUTES 
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2X3D-1026P-230G1MC 10 2 1 10 NS 30 0.492 1.045 1.145 563 7.26 244 #12 

2X3D-1036P-230G1MC 10 3 1 10 NS 30 0.559 1.045 1.145 619 7.26 326 #12 

2X3D-1046P-230G1MC 10 4 1 10 NS 30 0.609 1.045 1.145 665 7.26 407 #12 

2X3D-1056P-230G1MC 10 5 1 10 NS 30 0.654 1.045 1.145 711 7.26 489 #12 

2X3D-1076P-230G1MC 10 7 1 10 NS 30 0.719 1.045 1.145 798 7.26 652 #12 

2X3D-1096P-230G1MC 10 9 1 10 NS 30 0.843 1.340 1.440 1029 9.08 815 #16 

2X3D-1126P-230G1MC 10 12 1 10 NS 30 0.917 1.340 1.440 1158 9.08 1000 #16 

2X3D-1196P-230G1MC 10 19 1 10 NS 30 1.079 1.640 1.760 1637 11.12 1000 #20 

2X3D-1376P-230G1MC 10 37 1 10 NS 30 1.439 1.890 2.010 2485 12.68 1000 #24 

2X3D-2026P-230G1MC 12 2 1 12 NS 30 0.440 0.755 0.855 383 5.52 154 #8 

2X3D-2036P-230G1MC 12 3 1 12 NS 30 0.481 0.755 0.855 413 5.52 205 #8 

2X3D-2046P-230G1MC 12 4 1 12 NS 30 0.524 1.045 1.145 581 7.26 256 #12 

2X3D-2056P-230G1MC 12 5 1 12 NS 30 0.583 1.045 1.145 624 7.26 308 #12 

2X3D-2076P-230G1MC 12 7 1 12 NS 30 0.639 1.045 1.145 684 7.26 411 #12 

2X3D-2096P-230G1MC 12 9 1 12 NS 30 0.747 1.045 1.145 750 7.26 513 #12 

2X3D-2126P-230G1MC 12 12 1 12 NS 30 0.811 1.340 1.440 974 9.08 668 #16 

2X3D-2196P-230G1MC 12 19 1 12 NS 30 0.951 1.340 1.440 1177 9.08 1000 #16 

2X3D-2376P-230G1MC 12 37 1 12 NS 30 1.263 1.890 2.010 1904 12.68 1000 #24 

2X3D-4026P-230G1MC 14 2 1 14 NS 30 0.399 0.610 0.710 299 4.62 97 #6 

2X3D-4036P-230G1MC 14 3 1 14 NS 30 0.435 0.755 0.855 374 5.52 130 #8 

2X3D-4046P-230G1MC 14 4 1 14 NS 30 0.473 0.755 0.855 396 5.52 162 #8 

2X3D-4056P-230G1MC 14 5 1 14 NS 30 0.507 0.755 0.855 418 5.52 195 #8 

2X3D-4076P-230G1MC 14 7 1 14 NS 30 0.576 1.045 1.145 607 7.26 260 #12 

2X3D-4096P-230G1MC 14 9 1 14 NS 30 0.671 1.045 1.145 654 7.26 325 #12 

2X3D-4126P-230G1MC 14 12 1 14 NS 30 0.727 1.045 1.145 715 7.26 422 #12 

2X3D-4196P-230G1MC 14 19 1 14 NS 30 0.850 1.340 1.440 993 9.08 650 #16 

2X3D-4376P-230G1MC 14 37 1 14 NS 30 1.124 1.640 1.760 1532 11.12 1000 #20 

Typical bare copper part numbers shown. Others available upon request. 

  

 
 

 

ELECTRICAL PROPERTIES 
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10 BC 1.0 0.17 79 7.5 11.25 3 9 

12 BC 1.7 0.18 53 7.5 11.25 3 9 

14 BC 2.6 0.19 36 7.5 11.25 3 9 


